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Welcome to the 3rd ELIPTIC webinar!
Time Title Presenter

11.00 ς11.15 Welcome message and introduction into 
ELIPTIC activities on multi-purpose 
charging infrastructure

Henning Günter, 
Rupprecht Consult

11.15 ς11.40 Using the London Underground 
electricity grid for the charging of 
electric buses and TfLservice vehicles

David Talbot, Transport 
for London

11.40 ς12.05 Planning a charging infrastructure for 
ŜƭŜŎǘǊƛŎ ǾŜƘƛŎƭŜǎ ǳǎƛƴƎ .ŀǊŎŜƭƻƴŀΩǎ Ǌŀƛƭ 
network

Oscar Puigdollers, 
Barcelona de Serveis
Municipals

12.05 ς12.30 Legal and regulatory challenges in the 
use of multi-purpose electric 
infrastructure

Dr. Hartwig von Bredow, 
von Bredow Valentin 
Herz



The Webinar Team

Lisa Bloß, Rupprecht Consult
- Questions manager-

Henning Günter, Rupprecht Consult
- Moderator of the webinar-

Oscar Puigdollers, 
B:SM

David Talbot, TfL Dr. Hartwig von Bredow, 
von Bredow Valentin Herz

Moderators

Panellists



Phone or internet connection



Participation tools



Quick poll: User background

ÅWhat kind of organization 
do you represent?



ELIPTIC ςelectrification of public transport in cities

ÅHorizon 2020 Research and Innovation 
project

Å33 partner in 8 Countries

Å20 use cases (demo + feasibility 
studies)

ÅDuration, 36 months: 01.06.2015 ς
30.05.2018

ÅCoordinator: FreieHansestadtBremen

ÅBudget: 5,9 Million EUR



Energyefficient
electricPT system

Multi -purposeuse
of electricPT 
infrastructure

E-buses

Safe integration

into existing electric

PT infrastructure

Three thematic technology pillars



Åғ9ǾŜƴǘҔ ω ғ5ŀǘŜҔ ω ғ[ƻŎŀǘƛƻƴҔ ω ғ{ǇŜŀƪŜǊҔ

20 Use Cases  

+ 11 Twinnings  

+ User Forum (PTO / PTA)

+ UITP, POLIS, VDV, 
ASSTRA, LCVP



Scenario comparison of bus 
charging technologies

Battery concept

Charging concept

Low Capacity / 
High power

Medium Capacity 
/

Medium Power

Large Capacity / 
Low Power

Opportunity-
Charging

Public Grid

Barcelona
Brussels

Tram/Metro grid Oberhausen
Leipzig
Warsaw
LondonOvernight-Depot-Charging Bremen

Chargingon route Gdynia
Szeged

Eberswalde



Passenger car Bus (18m)

Daily usage< 1 hour 12 - 16 hours

Engine sizeSmall (- medium) big

Fuel50 - 60% Diesel 95 ï98 % Diesel

Annual fuel

consumption

40,000 l Diesel500 l gasoline/ 

Diesel

local pollutantsDiesel: PM10 + NO2

Gasoline: low

Diesel: PM10 + NO2

Total impact Equals to app. 

100 electric 

passenger cars

CO2 emission

p.a.

~ 100 to~ 1,2 to

Factor 100


